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SECTION 01019 - GENERAL PROJECT REQUIREMENTS

SPECIFIER �S NOTE: Insert wording, numbers, etc. as appropriate where [italics in

parenthes is] are shown throughout this specification section.  Italicized words are used

for directions to the sp ecifier and shou ld be filled in.  Blue colored tex t are Notes to

Spec ifier an d shou ld be com pletely  deleted  from th e final te xt.  Red colored text is used

for items to be modified.  Maintain footer notation in italics with the current version used

(e.g. TG01019 v00.04).

SPECIFIER NOTES:  Add this section for all projects.  Modify for major projects.  Be

sure to type without errors.  Most paragraphs have major contract implications and

must be presented verbatim.

PART 1  -  GENERAL

1.01 SUMMARY OF WORK

A. Perform operations an d furnish equipme nt, fixtures, appliances, tools,

materials, related items and labor necessary to execute, complete and deliver

the Work as required by  the Contract Docum ents.

1.02 DIVISION OF WORK

A. The Division and Sections into which these specifications are divided shall not

be con sidered  an accu rate or co mple te segreg ation of w ork by tra des.  This

also applies to work specified within each section

B. Contractor shall not alter the Drawings and Specification.  If an error or

discrepancy is found, notify the Engineer.  Comply with the GENERAL

CONDITION S Article 5 - CONTROL OF  THE WO RK.  Should the Contractor

deliberately fail to no tify the Engin eer, the Contra ctor will be held  responsible

for any cost involved in correction of work placed due to such discrepancy.

C. Wher e device s, or items , or parts the reof are re ferred to in  the singu lar, it is

intended that such reference shall apply to as many such devices, items or

parts as are required to properly complete the Work.

D. Specifications and Drawings are prepared in abbreviated form and include

incomplete sentences.  Omission of words or phrases such as  � the Contractor

shall �,  � as shown  on the draw ings �,  � a �,  � an �, and  �the �  are intentiona l.

Omitted w ords and p hrases shall be  provided b y inference  to form com plete

sentences

E. Specifying of interface and coordination in the various Specification Sections

is provided for information and convenience only.  Such requirements in the

various Sections shall complement the requirements of this Section.

SPE CIFI ER �S NO TE: A dd oth er noti fication  requ irem ents to  Sectio n 1.03 if r equir ed. 

Confirm with P roject Coordinator

1.03 NOTIFICATION

A. As a condition of the bidding requirements, contact and obtain permission

from the Project Contact Person listed in Section 00800 SPECIAL

COND ITIONS before visiting the site to examine the  premises.
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B. Contact the Engineer and the Project Contact Person at least three (3) working

prior to starting any onsite work.

1.04 SAFETY REQUIREMENTS

A. The Hawaii Occupational Safety and Health Law, Chapter 396, Hawaii Revised

Statutes, effective May 16, 1972, as amended, is applicable and made a part of

the Contract.  Carefully read and strictly comp ly with its requirements.

B. Protect the facility personnel, students, and the public whenever power driven

equipment is used.  Ensure adequate safety precautions are used when

opera ting an y pow er driv en eq uipm ent. 

1.05 PERFORMANCE AND COORDINATION

A. Contractor shall be in charge of the Work and the Project Contract Limits, as

well as the directing and scheduling of all work.  Contractor shall include

general supervision, management and control of the Work of this project, and

in addition to other areas more specifically noted throughout the

Specifications.  Final responsibility for performance, interface, and

completion of the Wo rk and the Project shall be the Contrac tor �s.

B. Jobsite Administration shall be the responsibility of the Contractor.  Provide a

compe tent superin tendent on  the job and p rovide an ad equate staff to exec ute

the Work.  In addition, all workers shall dress neatly and conduct themselves

properly at all times.  Loud abusive behavior, sexual harassment and

miscond uct will not be tole rated.  Worke rs found in viola tion of the above  shall

be removed from  the job site as directed by the Engineer.

C. The State of Hawaii will hold the Contractor liable for all the acts of

Subcontractors and shall deal on ly with the Prime Con tractor in matters

pertaining to other trades employed on the job.

D. Coordination:  Provide project interface and coordination to properly and

accurately bring together  the several parts, components, systems, and

assemblies as required to complete the Work pursuant to the GENERAL

CONDITIONS and SPECIAL CO NDITIONS.

1. Prov ide int erface  and c oordin ation o f all trad es, craf ts and  subco ntrac ts. 

Ensure and make correct and accurate connections of abutting, adjoining,

overlapping, and related wo rk.  Provide anchors, fasteners, accessories,

appurtenances, and incidental items needed to complete the Work, fully,

and correctly in accordanc e with the Contract Docu ments.

2. Provide additional structural components, bracing, blocking,

miscellaneous metal, backing,  anchors, fasteners, and installation

accessories req uired to prop erly ancho r, fasten, or attach m aterial,

equipment, hardware, systems and assemblies to the structure.

3. Provide exc avation, backfilling , trenching an d drilling for  trades to

install their work.

4. Provide concrete foundations, pads, supports, bases, and grouting for

trades as needed to install their work.

5. Provide caulking, sealing, and flashing as required to waterproof the

building complete and as required to insulate the building thermally and
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acoustically.  Inclu de sealing, flashing , and related w ork as required  to

prevent moisture intrusion, air infiltration, and light leakage.

6. Equipment, appliances, fixtures, and systems requiring plumbing and

mechanical services, rough-in, and connections, or other utilities and

services shall be provided with such services, rough-in, and final

connections.

7. Equipment, appliances, fixtures, hardware, and systems requiring

electrical services shall be provided with such electrical services,

including outlets, switches, overload protection, interlocks,  panelboard

space, disconnects, circuit breakers, and conne ctions.

8. Materials, equipmen t, component parts, accessories, incidental items,

connections, and services required to complete the Work which are not

provided by subcon tractors shall be provided by the Contractor.

SPECIFIER  �S NOTE: Include Paragraph 1.06.A with all projects.  Provide other

paragraphs if needed.  Confirm requirements with the Project Coordinator.

1.06 COOPERATION WITH OTHER CONTRACTORS

A. The State reserves the right at any time to con tract for or otherwise perform

other or additional work within the Project Contract Limits.  The Contractor of

this project shall to the extent ordered by the Engineer, conduct its work so as

not to interfere with or hinder the progress or com pletion of the work

performed by the State or other c ontractors.

SPECIF IER �S NOTE : Paragraph 1.06.B and sub paragraphs are exa mples of wording for

mult iple con tractor  �s and  phas ed con struc tion.  De lete if no t requ ired, or  if appli cable

modify to suite project.  If appropriate to better define the requirements, provide a new

section 01310 PROJECT MAN AGEME NT AND C OORDINA TION or Section 01350

SPECIA L PROJE CT PRO CEDU RES.  Confirm  requirements w ith the Project

Coordinator.

 

B. Multiple p rime con tractors perform ing work u nder sepa rate agreem ents with

the State will be present at the project location adjacent to and abutting the

Project Contract Limits.  This Contractor shall coordinate activities, sequence

of work, protec tive barriers and  any and a ll areas of work in terfacing with

other Prime Contractor �s work. Contractor shall provide a continuity of

finishes, walks, landscape, etc. at abutting Contract Limits so no additional

work will be required.  Any  damage to other Prim e Contractor �s Work

comm itted by this Con tractor (or its subcon tractors) shall be rep aired prom ptly

at no additiona l cost to the State.  Contra ctor shall adjust an d coordinate  its

work and operations as required by INCREME NT 2 work as part of the Work of

this Contract without additional cost or delay to the State.

1. The State intends to construct INCREM ENT 2 work during the execution

of this Project.  Construction of INCREMEN T 2 is scheduled from

[January 2000 thru May 20XX].  INCRE MEN T 2 consists of a  [description  -

example new library building, classroom addition that abuts this classroom

building and related site work for both the library and classroom building

addition].  Refer to drawings for location of and limits of INCREMENT 2

work.  Contractor shall adjust and coordinate its work and operations as

required by INCREMENT 2 work as part of the Work of this Contract

without additional cost or delay to the State.
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2. Contractor sh all schedule a m eeting with th e Engine er no later than  thirty

(30) days after Notice to Proceed to review the INCREM ENT 2 contract

documents developed as of that date.  It is intended this Contractor

becomes familiar with the scope of work in INCREMENT 2 and the areas

affected.

3. The IN CRE MEN T 2 Bid der sha ll study the  work to b e perfor med in

INCREMENT 1 and bid on a basis of not interfering with or delaying the

INCREMENT 1 Contractor.  INCREMENT 2 Contractor shall provide the

Engin eer a w eekly up dated sc hedule  and de scription  of its work .  This

weekly update will be used to inform INCREMENT 1 Contractor of the

INCR EME NT 2 w ork schedu le and also use d by the En gineer to

coordinate the efforts of both Increment Co ntractors.

4. This Contractor shall inform and coordinate its subcontractor(s) on the

scope and required areas of work in INCREMEN T 2.  If the Contractor

has any questions regarding its coordination, responsibilities or needs

clarification as to the impact in schedule of its Work and the Work of

INCREMEN T 2, this Contractor shall notify Engineer in writing no later

than 7 days after the review meeting.

5. Subject to approval by the Engineer, this Contractor shall amend and

schedule its work and operations to minimize disruption to the work and

operation of INCRE MEN T 2 Contractor.

6. Relocate and/or remove and replace temporary barriers, fencing,

supports or bracing to allow work by others to proceed unimpeded. Do not

remove required barriers supporting work until specified time or as

approved by Engineer.  If directed by Engineer, leave in-place any

temporary barriers.

7. Coordinate work that abuts or overlaps work of INCREMENT 2 with the

Engin eer and  other Pr ime Co ntractor  to mutu al agreem ent so tha t work is

100% comp lete with continuity of all materials, systems and finishes.

8. When directed by the Engineer, provide access into the construction zone

to allow INCREMENT 2 Contractor to perform their work that must be

interfaced with INCREMENT 1 work.

EN D Pa ragra ph 1.06 .B Ex amp le

SPECIFIER  �S NOTE: For m ost projects, include Section 01330 SUBMITTALS in these

specifications.  When providing Section 01330, include last sentence of Paragraph B. 

Confi rm w ith the P roject C oordin ator.  

1.07 SUBMITTALS

A. Comply with the GENERAL CONDITIONS Section 5.4 SHOP DRAWINGS AND

OTHER  SUBMITT ALS.  Furnish required submittals specified in this Section

and in the Technical Sections.  Submittals include one or more of the

following: shop drawings, color samples, material samples, technical data,

material safety data information, schedules of materials, schedules of

operations, guarantees, certifications, operating and mainten ance man uals,

and field posted as-built drawings.

B. Required  Submittals: P rovide a com prehensiv e list of the required su bmittals

by Specification Section.  Furnish this list to the Engineer within fifteen (15)
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calendar days after award of the contract or upon earlier written instructions

from  the E ngin eer. [A general listing is provided under Specification Section

01330 - Submittals.]

1. The listing shall indicate and include the following:

a. The num ber of copies re quired for sub mittal.

b. Planned submittal date.

c. Approval date requ ired by the contractor.

d. A space where the  � date of submittal �  can be inserted.

e. A space where the  � date of approval �  can be inserted.

f. A space where an  � action code �  can be inserted.

2. The schedule shall accommodate a minimum  of twenty-one (21) or (25)

twenty five calendar days for the State �s review, as applicable for the

Island  the pr oject is  locate d. 

3. An updated listing shall be prepared and submitted to the Engineer at

monthly intervals or as directed by the Engineer. The listing shall reflect

all approvals received since the last update.

C. Record D rawings: F ield Posted A s-Built Draw ings, the intent of w hich is to

record the actual in-place construction so that any future renovations or tie-ins

can be anticipated accurately, shall be prepared and submitted by the

Contractor. To accomplish this, the following procedure shall be followed by

the Contractor:

1. A full-size set of field posted as-built drawings shall be maintained at the

job site.  All deviations from alignments, elevations and dimensions which

are stipulated on the drawings and authorizations given by the Engineer

to deviate from the drawings shall be clearly and accurately recorded by

the Contractor on this set of record drawings.

2. Chan ges shall b e record ed imm ediately a fter they a re cons tructed in

place to a ssure the y are no t forgotten .  Record  the chan ges in red  pencil

and where applicable, refer to the authorizing document or Change

Order.  The field posted as-built drawings shall be made available to the

Engineer at any time so that its clarity and accuracy can be monitored.

3. The words  � FIELD POSTED AS-BU ILT �  shall be labeled on the title sheet

and certified by the Contractor as to accuracy and completeness as shown

below:

FIELD POSTED AS-BUILT

Certified  By:                                                Date:                      

        Contractor (Include name and company)

4. The w ords  �FIELD  POST ED A S-BU ILT � shall be lab eled on  all sheets in

the margin space to the right of the sheet number written from the bottom

upward.

5. The Index to Drawings shall be revised with the label  � FIELD POSTED

AS-BUILT �  for each sheet. The index shall conclude with the following

note:  � A COMPLE TE SET CONTA INS ____ SHEETS � wit h the total

number of sheets comprising the set to be placed in the blank.
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6. Any  �FIELD POSTED AS-BUILT � drawi ng which the Engineer

determines does not accurately record the deviation may be corrected by

the State and the Contractor shall be charg ed for the services.

7. Submit the set of  � FIELD POSTED AS-BU ILT �  drawings to the Engineer

no later than five (5) calendar days prior to the date of final inspection.

8.  � AS-BUILT �  drawings will be prepared by the design consultant using the

 � FIELD POSTED AS-BUILT � .  Both sets of drawings will be sent to the

Contractor for review and approval.  The Contractor shall retain the

 � FIELD POSTED AS-BUILT �  drawings for  records, sign the  � AS-BUILT �

set of drawing s, indicating app roval, and retur n the draw ings in a timely

manner to the E ngineer.

1.08 CON STRU CTIO N SCH EDU LE - CR ITICA L PAT H M ETH OD (C PM):

A. Contractor shall prepare and submit three sets of its Construction Schedule for

review within fifteen (15) calendar days after the Notice to Proceed or upon

earlier written instructions from the Engin eer.

B. The schedule shall be related to the entire project to the extent required by

the Contrac t Docum ents, and shall p rovide for expe ditious and pr acticable

execution of th e work. If reque sted by the E ngineer, the C ontractor sha ll

participate in a preliminary meeting to discuss the proposed schedule and

requirements prior to submission of the schedule.

C. The Construction Schedule shall indicate the following:

1. Elements of the Project in detail time scaled by month or by week, and a

project summary.

2. The order and interdependence of activities and the sequence in which

the work is to be accomplished.

3. How the start of a given activity is dependent upon the completion of

preceding activities and how its completion restricts the start of following

activities.

4. The submittal and approval of shop drawings, samples, procurement of

critical materials and equipment, receipt of materials with estimated

costs of major items for which payment will be requested in advance of

installation , fabrication  of specia l mater ials and e quipm ent, and  their

installation and testing.

5. Activities of the State which have an effect on the progress schedule (e.g.

require d deliver y dates for  State furn ished m aterials an d equip men t).

6. The description of the activity and the duration of time in c alendar days.

a) For each  activity indicate the  early start, early finish, late start, late

finish d ates an d total fl oat tim e. 

b)  � Float �  means the amount of time between the early start date and

the late start date, or the early finish date and late finish date for

any of the activities noted on the CPM Schedule.
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c) The  �Cr itical Path �  is made up of activities which control the total

length of the project.  It is by definition, the longest path through the

schedule.  Fo r this project, a critical activity  shall be any a ctivity

with less than  five (5) days of total float.

7. The party responsible for the accom plishment of the activity.  As a

minimum , indicate responsibility for each subcontractor.

8. Contract-required dates for completion of all or parts of the Work.

9. Non-w ork day s (e.g. Holid ays, exclu sionary  non-w ork day s).

D. Upon completion of the Engineer �s review, the Contractor shall amend the

schedule as necessary to reflect comments made by the Engineer.  If necessary,

the Contractor shall participate in a meeting with the Engineer to discuss the

proposed schedule and changes required.  Submit the revised schedule for

review to the Engineer within seven (7) calendar days after receipt of the

Engineer �s commen ts.

E. Use the reviewed schedule for planning, organizing and directing the work, for

reporting progress, and for requesting payment for the work completed.  Do not

make changes to the reviewed schedule without written approval of the

Engineer.

F. Should changes to the schedule be desired,  submit a request in writing to the

Engineer and indicate the reasons for the proposed change.  Should the

Engineer consider the change to be major, the Engineer may require the

Contractor to revise and resubmit the schedule at no additional cost to the

State.  Contractor shall mitigate the impact of all changes by readjusting the

sequenc e of activities, duration of tim e, or resources u tilizing available float.

1. A change shall be considered major if, in the opinion of the Engineer, the

change may affect the substantial completion date or other contractual

and milestone dates.

2. Minor changes are those that only affect activities with adequate float

time.

G. Once the  schedule h as been rev iewed by  the Engin eer, the Contra ctor shall

furnish to the Engineer three (3) copies of the schedule within fifteen (15)

calendar days.

H. Through out the duration  of the project, the E ngineer rese rves the right to

request m ore detailed bre akdown s of activities, logic, and sche dule subm ittals

from the Contractor at no additional cost to the State.

I. Updated schedules shall be prepared and submitted to the Engineer at

monthly  intervals or as direc ted by the E ngineer.  Th e schedule sh all reflect all

changes occurring since the last update including the following:

1. Activities started and completed during the previous period.

2. The estimated duration to complete each activity which was started but

not completed.
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3. Percentage of cost payable for each activity.

4. Modifications and pen ding proposed chan ges.

5. Narrative report describing current and anticipated problem areas and /

or delaying factors with their impact together with an explanation of

corrective actions taken or proposed.

J. Failure on the part of the Contractor to submit updated schedules may be

grounds for the Engineer to withhold progress payments for items noted on the

schedule.

K. Contractor shall prosecute the work according to the CPM Schedule.  The

Engineer shall rely on the reviewed Contractor �s CPM Schedule and regular

updates for planning and coordination.  The Engineer �s review of the

Contractor � s CPM  Construction  Schedule d oes not relieve th e Contractor  of its

obligation to complete the work within the allotted contract time.  Nor does the

review grant, reject or in any other way act on the Contractor �s request for

adjustment(s)to complete remaining contract work, or for claims of additional

compensation.  Such requests shall be processed in accordance with other

relevant pro visions of the con tract.

L. If the State issues a Field Order or Change Order or requires Force Account

Work  that affects the sequence or duration of work activities noted on the

construction progress schedule, the Contractor shall promptly update the

schedule.  This shall be accomp lished by adding, deleting or revising the work

activities noted or changing the logic in the schedule to show  the Contractor �s

plan for incorporating the change into the flow of work.  All Change Orders and

Time Extension requests that affect the construction schedule shall be

evaluated based on their impact on the approved Construction Schedule.

M. If the current work is behind schedule or projected to be behind schedule,

such as negative float on a critical activity and / or inability to meet the

Contract Completion Date, the Engineer may require the Contractor, at the

Contractor �s cost, to take remedial measures to get the project back on

schedule.  This may require increasing the work force, working overtime and

weekends, air freighting materials, or other similar actions.

N. If at any time the Engineer determines that any critical activity has fallen

behind  the CPM  schedu le by 15 c alenda r days or  more, C ontracto r shall sub mit

a remedial plan to recapture the lost scheduled time.  Include a revised

schedule.  Furnish the remedial plan no later that 7 calendar days from

Engineer �s notification.

O. If an accelerated schedule is proposed, refer to GENERAL CONDITIONS

Sectio n 7.22 C ONS TRU CTIO N SC HE DUL E. 

SPECIFIER  �S NOTE: Include Meetings Paragraphs if needed for your  project. Confirm

requirements with the Project Coordinator.  Use one option for Paragraph A, delete other

para grap hs not  used . 

1.09 MEETINGS Option 1
A. Unless noted elsewhere in these Specifications, Scheduled meetings are not

anticipated for this project.  However, the Contractor and / or the Engineer

may request that periodic meetings be held.  Time and location shall be
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mutu ally ag reed to . Refer to Sections 01310 PROJECT MANAGEMENT AND

COO RDIN ATIO N or Se ction 013 50 SPE CIAL  PRO JECT  PRO CED URE S if

provided in these Specifications.

Option 2
A. Sche duled  week ly me etings  will be  held to  discu ss the p rogre ss of the  Work . 

Refer to [Section 01310 PROJECT MAN AGEMEN T AND COO RDINATION  or

Section 01350 SPECIAL PROJECT PROCEDURES].

Option 3
A. Contractor shall meet with the Engineer,  weekly or other interval as

determined by the Engineer, to discuss the progress of the Work. Contractor

and / or  the E ngin eer sh all dete rmin e wh ose atte ndan ce sha ll be re quire d. 

Meetings shall be held in the Contractor �s field office on the same time and day

weekly.  Coo rdinate any  changes to d ate and tim e and m eeting location w ith

the Engineer.

SPECIFIER �S NOTE: For major project or multi-phased projects, include Paragraph

1.09.B.  Modify to suite project or delete if not required. Confirm with the Project

Coordinator. 

B. For each me eting, Contractor shall take meeting m inutes and provide a list

stating all items, work or material, which may cause a delay or have an impact

on the project �s contractual dates.  The list shall be inclusive of items requiring

action from all responsible parties such as outstandin g submittal status,

request for information (clarification), force account work, change order, and

change proposals.  The form at of this list shall be at the Contractor �s

discretion, subject to the Engineer �s approval.  Submit the list to all parties for

discussions as a meeting agenda.  Contractor shall provide a plan of corrective

action for any item which is delayed or expected to be delayed, where that item

impacts the contractual dates.

END MEET ING Paragraph

SPECIFIER  �S NOTE: Mak e sure Project Contract limits are shown on the Drawings.

1.10 PROJECT AND SITE CONDITIONS

A. Project Con tract Limits (Con tract Zone L imits) shown  on the draw ings indicate

only in general the limits of the work involved.  Perform necessary and

incidental work which may fall outside of these demarcation lines. Confine

construction activities within the Project Contract Limits and do not spread

equipment and materials indiscriminately about the area.

B. Disruption of Utility Services  - Pre arrange work  related to the temporary

disconnection of electrical and other utility systems with the Project Contact

Perso n listed  in Sec tion 00 800 SP ECIA L CO NDI TION S and  the E ngin eer. 

Notify the Engineer at least fifteen (15) days in advance of any interruption of

existing utility service.  Time and duration  of interruptions is subject to the

Engineer �s approval.  Keep the utility interruptions and duration to a

minim um so as n ot to cause inco nvenien ce or hardsh ip to the facility.  If 

temporary electrical and / or other utility systems hook-up is required, provide

the necessa ry services.  Pay  for tempora ry services as p art of the contrac t,

unless specifically noted otherwise in the specifications.

C. Contractor �s Operations - Provide means and methods to execute the Work and

minimize interruption or interference to the facility �s operations.  Rearrange

the construction schedule when construction  activities results in interruptions

that hamper the ope rations of the facilities.
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D. Maintain safe passageway to and from the facility �s occupied buildings, rooms

and other oc cupied spa ces for the using  agency p ersonnel an d the public a t all

times.

E. Contra ctor, subc ontracto r(s) and th eir emp loyees w ill not be allo wed to p ark in

zones assigned to users and/or facility personnel.  Areas to be used by the

Contractor shall be designated by the Engineer.  Any lawn when damaged by

the Contractor shall be restored as directed by the Engineer.  Pay for

restor ation c osts as p art of th e con tract.  Refer to Sections 01140 WORK

RES TRIC TION S or Sec tion 0135 0 SPE CIAL  PRO JECT  PRO CED URE S if

provided in these Specifications.

SPECIFIER �S NOTE: For projects within the State Capitol District, delete paragraph

1.10.E above and substitute the following Paragraph E and subparagraphs 1 & 2.

E. Contractors, Subcontractors and eq uipment service com panies doing business

within the Hawaii Capitol District will be assessed appropriate parking fees

whenever p arking for more than five wo rking days.

1. Parking stalls w ill be assigned on ly to the com pany veh icles. Check w ith

the Automotive Management Division (telephone 586-0351) regarding

number and cost of stalls required for the duration of this contract.  Each

stall shall be assessed at the current rate per month as established by

TITLE 3, Administrative Rules, Department of Accounting and General

Services, Chapter 30, Rules Governing Parking on State Lands.  If the

Work involved is less than five working days, check with the Automotive

Managem ent Division to coordinate parking requ irements.

2. Areas to be used by the Contractor other than assigned stalls shall be

designated by the Engineer.  Any lawn damaged by the Contractor shall be

restored, as directed by the Engineer.  Pay for restoration costs as part of

the contract.

PART 2  -  MATERIALS

2.01 QUALITY

Materials, items, equipment and fixtures specified in the various Divisions and

Sections shall be new unless otherwise specified.

2.02 STORAGE AND HANDLING

A. Contractor shall supervise jobsite delivery and handling, and assign storage

space for  materials, items, equipment and fixtures of all trades.  Contractor

and installer are responsible for delivery, unloading, unpacking, handling,

storage, distribution, installation and protection of its materials at the jobsite.

B. Except as otherwise requ ired by these specifications or by the Engine er,

determine and comply with manufacturer(s) recommendation(s) on product

handling, storage and protection.

C. Deliver prod ucts to the jobsite in m anufacture r �s original contain ers, with

labels intact and  legible.  Maintain packaged material with seals unbroken

and labels intact until time of use.  Promptly remove damaged materials and

unusable items from the jobsite, and promptly replace with material meeting

the specified requirements, at no additional cost to the State.
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D. The State may reject as non-complying such material and products that do not

bear  identification satisfactory to the State as to manufacturer, grade, quality,

and other pertinent  information.

PART 3 - EXECUTION

3.01 EXAMINING THE SITE

A. Contractor and Subcontractors are expected to visit the site and make due

allowances for difficulties and contingencies to be enc ountered.  Compa re

contract documents with work in place.  Become familiar, with existing

conditions, the conditions to be encountered in performing the Work, and the

requirements of the draw ings and specifications.

B. Verify construction lines, grades, dimensions and elevations indicated on the

drawings before any clearing, excavation or construction begins.  Any

discrepancy shall be immediately brought to the attention of the Engineer, and

any c hang e shall  be m ade in  accor danc e with  the E ngin eer �s instru ction. 

Contractor shall not be entitled to extra payment if it fails to report the 

discrepancies before proceeding with any work whether within the area

affected or not.

C. Obtain all field measurements required for the accurate fabrication and

installation of the Work included in this Contract.  Exact measurements are the

Contractor �s responsibility.

D. Furnish or obtain templates, patterns, and setting instructions as required for

the installation of all Work.  All dimensions shall be verified in the field.

SPE CIFI ER �S NO TE: F or Ma jor Pro jects, m odify P aragr aph 3 .01.E a nd ge nera lly

describe the existing conditions [italic passages to be described /modified].

E. The Contractor shall accept the site [and the existing building(s)] in the

condition which exists at the time access is granted to begin the Work.

1. Verify existing conditions and dimensions shown and other dimensions

not indicated but necessary to accomplish the Work.

2. Locate  genera l referen ce poin ts and tak e action to  preven t their

destruction.  Lay out work and be responsible for lines, elevations and

measure ments an d the work  executed.  Ex ercise preca utions to verify

figures and conditions shown on drawings before layout of work.

3. Before starting  the Work, the  Contractor a nd each S ubcontrac tor, shall

verify governing dimensions and shall examine adjoining work on which

the Contractor �s work is in any way dependent.  No additional

compensation will be allowed on account of differences between actual

measurements and dimensions shown.  Submit differences discovered

during the verification work to the Eng ineer for interpretations before

proceeding with the associated work.

SPECIFIER �S NOTE: Delete paragraphs 3.02.F thru J where there is no site work and

utility c onne ctions , such a s inter ior ren ovation s.  If in do ubt, lea ve par agrap hs 3.02 .F

thru J in this Section.  Confirm with the Project Coordinator.
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3.02 SITE UTILITIES AND TONING

A. Cooperate, coordinate and schedule the work to suit the owners of

underground or overhead utility lines or other property in removing or altering

such lines or providing  new  services in order for the work to progress

according to the contract.  Cooperation includes rearranging construction

operations and work schedules in order to accommodate the operations and

work of the utilities and/or other property in and around the work site.

B. Contractor shall contact all the various utility companies before the start of the

work to ascertain any existing utilities and to develop a full understanding of

the utility requirements with respect to this project.  Furnish the Engineer

with evidence that the utility companies were contacted.

C. Should the Contractor discover the existence and location of utilities in the

contract draw ings are not co rrect, do not disturb  the utilities and im mediately

notify the Engineer.  The Engineer will advise the Contractor regarding actions

to take.

D. Any utilities that the Contractor encounters during the progress of the work,

such as telephone ducts, communication ducts, electric ducts, water lines, gas

lines, sewer lines, electric lines and drainage pipes, whether shown or not on

the contract drawings, shall not be disturbed or da maged unless otherw ise

instructed in the drawings and  specifications or as directed by the Engineer.

Contractor shall repair and restore to pre-damaged condition any utilities or

any other property the Contractor damaged.

E. Contractor shall transfer to their  � Field Posted As-Built �  drawings the

location(s) of new and existing utilities that differ from the Contract Drawings.

SPECIFIER �S NOTE: Delete paragraphs 3.02.F thru J where there is no site work and

utility connections.  If in doubt, leave paragraphs 3.02.F thru J in this Specifications.

F. Prior to the start of grad ing, excavation  work or tren ching, the Co ntractor shall

verify and confirm the presence, location and depth of existing underground

utility lines in the area affected by the project, by  � toning �  or other

appropriate means acceptable to the Engineer. The intent of this advanced

toning is to afford the State an opportunity to identify the utility lines that may

or may not be shown on the drawings and issue a change order and / or

directive which may be necessary to address their presence.  If toning is not

performed prior to the start of grading, excavation or trenching work,

Contractor sh all repair or repla ce dama ged utility lines at its cost.

G. Toning shall be performed using instruments specifically developed and

designed for the detection of underground pipe and cable utilities. Use of

instruments such as  � divining �  or  � dowsing �  rods are not considered  � toning �

and are not acceptable.

H. Contractor sh all give the En gineer a m inimum  of 24 hours adv ance notice  of its

proposed toning work and of the method of toning proposed to be used. Upon

comple tion of the toning  operation, Con tractor shall:

1. Inform the Engineer, in writing, where utility lines are found as indicated

on the draw ings and n o new utility line s are found.  Also , where utility

lines indicated o n the draw ings are not sh own in the ir approxim ate

location or where new utility lines are found or pointed out to the

Cont ractor  in the fi eld.  
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2. Subm it a sketch to the E ngineer ind icating the location  and app roximate

depth of the lines. The State will identify the type of utility lines found

and provide the Contractor with directions on their disposition.  Do not

proceed with any excavation or trenching work until so directed by the

Engineer.

I. After ascertaining the exact location and depth of utilities within the project

area, m ark such  locations  to warn  worke rs or equ ipme nt oper ators of the ir

existence and location.  Also, be responsible to acquaint personnel working

near utilities with the type, size location, depth of the utilities and the

consequences that might result from disturbances.  Do not start trenching or

start similar oper ations until reason able and ap propriate pr ecautions to

protect the utilities are taken.

J. For new utilities that were not shown on the drawings but discovered during

toning or pointed out in the field, the Contractor shall proceed with care in the

excavation.

1. Where directed by the Engineer, excavation performed within 2 feet of

the line shall be done manually to avoid damage. The excavation shall be

considered to be additional work as covered under GENERAL

CONDITIONS subsection 4.2 CHANGES.

2. Newly identified utilities which must be relocated or otherwise disturbed

due to new construction shall be considered to be additional work as

covered under GENERAL COND ITIONS subsection 4.2 CHANGES.

END Paragraphs 3.02 E thru J

SPECIF IER �S NOTE : Confirm if the Contractor will be allowed temporary u se of

electricity by the facility. If so modify Paragraph 3.03.A.

3.03 UTILITY SERVICE

A. Electricity - Make arrangements with utility companies for temporary use of

electricity for construction use.  Pay for all expenses pertaining thereto.

B. Telephone - M ake arrangeme nts with the utility companies for temp orary use

of telephone for construction use.  Pay for all expenses pertaining thereto.

SPECIFIER  �S NOTE: Confirm if the Contractor will be allowed temporary use of water

by the facility. If so, add the conditions for temporary tapping into the facilities water

system, modify Paragraph 3.03.C to include bracketed text and add subparagraphs 1

thru 5.

C. Water - Make arrangements with the utility company for temporary use of

wate r. Pay fo r all exp enses  perta ining  theret o. [However, at the option of the

Contractor, a temporary tap into the facility �s existing water system is allowed,

subject  to the follow ing con ditions:]

1. Comp ly with the D epartme nt of Health �s requirem ents whe n tapping  into

the existing water system.  Pay all expenses to tap into the water system.

2. Provide a proper water meter on the tapped line. All water used shall be

registered by this meter.
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3. Upon hook up and prior to water use, notify the Engineer to take an

initial meter reading.

4. Pay the State, on a monthly basis, for all water used for the project at the

current rate per 1,000 gallons.  Take all monthly meter readings for such

payments.

5. Payments are to be by check, made payable to the  � Director of Finance,

State of H awaii � and m ailed to: 

SPECIFIER �S NOTE: Obtain information from Project Coordinator.  If cannot obtain the

inform ation i nser t the follow ing. 

[Obtain information from the  Engineer]

Office:

Departm ent:

Address:

Attention:

6. Checks shall be accompanied by the following information:

a. Nam e of fac ility,  Proje ct Title  and D AGS  Job N o.[00-00-0000]

b. Contractor �s  name

c. Initial meter reading for the month and final meter reading for the

month

d. Volume of water used and the amount due in payment for that water

7. Upon completion of the project and just prior to removal of the water

meter, notify the Engineer to take a final meter reading.

8. Should the Contractor at any time fail to comply with any or all of the

above conditions, the State reserves the right to terminate the use of

water.  The Contractor shall remove the hookup within 48 hours of

notification of such termination.

End  Para grap h 3.03.C

3.04 ENVIRONMENTAL

A. General Contractor shall oversee tha t proper environm ental conditions are

met regarding temperature, humidity, lighting and ventilation.

3.05 PREPARATION AND PROTECTION

A. Protection of Property: Continually m aintain adequate protection of the W ork

from damag e and protect all property, including but not lim ited to buildings,

equipment, furniture, grounds, vegetation, material, utility systems located at

and ad joining th e job site.  R epair, rep lace or p ay the ex pense  to repair

damages resulting from Contractor �s fault or negligence.

B. Before starting work to be applied to previously erected constructions, make a 

thorough and complete investigation of such recipient surfaces and determine

their suitability to receive required additional construction and finishes.

Contractor, at its expense, shall make whatever repairs and conditioning

required to properly prepare such surfaces.  Contractor shall  coordinate the

work to provide a suitable surfaces to receive following work.
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C. Commencem ent of work by any trade will be construed as acceptance of

existing conditions and surfaces as being satisfactory for application of

subsequent work, and full responsibility for finished results and assumption of

warranty  obligations un der the Con tract.

D. Protect existing work in a man ner to prevent dam age including interior work

from damag e by vandals or the eleme nts.  Provide temporary protection. U se

curtains, barrica des, or other  app ropriate m ethods.  Take p ositive measu res to

prevent breakage of glass and d amage to plastic, aluminum  and other finishes.

E. Repairs an d Replac ements: In  event of dam age, prom ptly make  replacem ents

and repairs to the  approval of the Engineer and at no additional cost to the

State.  Additional time required to secure replacem ents and to make rep airs

will  not be considered by the State to justify an extension in the Contract Time

or completion.

SPECIFIER �S NOTE: For minor projects or interior projects, modify or delete the

barricade requirements. Check that other specification sections do not specify conflicting

requirements for barricades.  Should more stringent barricade requirements be needed,

revise these paragraphs accordingly or provide new Section 01560 TEMPORARY

BARRIERS AND ENCLOSURE S.

3.06 BARRICADE

A. Erect temporary construction barricade(s) to prevent unauthorized persons

from enter ing the projec t area and to the  extent require d by the En gineer.  At a

minim um, co nstruct b arricad es using  industry  standar d 4 feet hig h plastic

fencing w ith metal (or w ood) post supp orts at 10 feet on cen ter connec ted with

a top and bo ttom 12 -gaug e soft annealed  galvanized tie w ires securely

connected to posts.  Posts shall be capable of resisting a lateral load of 100 lbs

measure d at the top of the p ost.

B. Maintain temporary construction barricade(s) throughout the duration  of the

Work.  During the course of the project, the Engineer may require additional

barricades be provided for the safety of the public.  Contractor shall erect the

additional barricade(s) at its own expense.

SPE CIFI ER �S NO TE: D elete if n ot app licable  or mo dify pa ragra ph 3.06 .C.

C. If provided in these Specifications, refer to Sections 01560 TEMPORARY

BAR RIE RS A ND E NCL OSU RES  or 0156 8 GO OD N EIGH BOR  BAR RIE R. 

Provide the b arriers/barricade s required by  Sections 01560  or 01568 in lieu of 

the barricade specified in paragraph 3.06.A.

3.07 INSTALLATION

A. Materials, items, fixtures required by the various Divisions and Sections of the

Specifications shall be installed in accordance with Contract Documents, by

workers specially trained and skilled in performance of the particular type of

work, to meet guarantee and regulatory agency requirements.  Should the

drawings or specifications be void of installation requirements, install the 

materials, items, fixtures in accordance with the manufacturer �s current

specifications, recommen dations, instructions and directions.

3.08 CUTTING AND PATCHING

A. General Contractor shall oversee cutting and patching of concrete, masonry,

structural members and other materials where indicated on drawings and as

job conditions require.  Unless noted elsewhere in the Drawings and
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Specifications, no cutting or  patching of existing or new structural m embers

will be permitted without prev iously notifying the Engineer.

B. Patch materials and workmanship shall be of equal quality to that indicated on

the drawings or specified for new work.

3.09 CLEAN-UP

Rubbish and debris resulting from work of the various Divisions and Sections

of the specifications shall be collected and disposed of by the Contractor at

legal disposal areas away from the project site.  Clean up and remove from

premises all debris accumulated from operations from time to time and as

directed by th e Engine er.  Permission  to provide on -site trash containe rs shall

be granted by the Department and shall be placed where directed by the

Engineer.  See also GENERAL CONDITIONS Section 7.30 FINAL CLEANING.

END OF SECTION


